ITX81C

Specifications

¢ Support LGA1150 Intel 4"
13-15-i7/Pentium/Celeron CPU

& 1181/B85 High—speed chipset;

€ 1#DDR3 ram socket, sopport DDR3 1333/1600Mhz;

& 1#VGA 1+DVI 1+HDMI 1*DP (HDMI,DP Support 4K

interface

display)

€ 9%RS232, 1*RS422/RS485 (optionally 10 RS232)

¢ [*#PCIE X16

€ Support power-on automatic boot function, jumper
selection;

@ ATX Power supply;

CPU Support LGAL150 interface Intel 4" i3-i5-i7/Pentium/Celeron CPU
Processor CPU package LGA1150

Chipset H81/B85 high —peed chipset

BIOS EFI BIOS
Memory Technology Single channel DDR3L 1066/1333/1600MHz

Architecture

Socket 1%DDR3 ram socket

Graphic controller | Intel HD Graphics 4400 (I3-4160 Graphics) ; graphics card type is related to CPU
Video VGA VGA Maximum supported 2048x1536

DVI Maximum supported 4096%2304
HDMI Maximum supported (HDMI1.4) 4096+%2304 Support 4K display
DP Maximum supported 4096%2304

Triple display

Support DVI+VGA+HDMI DP+VGA+HDMI DVI+DP+HDMI three screen synchronous or asynchronous
display

1/0 back panel Ports 1*VGA, 1*HDMI, 1%DP, 1*DVT, 1*LAN, 2*USB3. 0, 2¥USB2. 0/ 1*MIC-OUT/LINE-OUT, 1*PS/2
Internet Controller 1#RTL8111E-V Gigabit Ethernet, RJ45 port

Audio Controller Rui Qi HD ALC662 audio decoding(left and right channels + microphone)
Super I/0 Controller NCT6106D

Hardware control

Watchdog—Timer

0-255 seconds, providing watchdog routines

Cooler

Aluminum fan radiator (supports automatic and manual fan speed adjustment)

Input/output
interface

USB

2%USB3. 0 compatible USB2.0/1.1, 7+USB2.0, maximum support +5V/1.5A (9 USB2.0 for B85
chipset)

Serial port

9%RS-232, 1%RS422/485, RS485 Supports automatic flow control (optionally 10 RS232)

PS/2 1%PS/2
GPIO 8-bit, Sample Routine, Freely Defined Input/Output, 3.3V @ 24mA Level
Expansion Bus Mini-PCle 1#Mini-PCIle slot supporting PCle and USB devices
Storage SATA 3 standard SATAIIIinterface, maximum transfer rate 6Gb/s(Only one SATAIII interface for
the H81 chipset)
M-SATA 1#Mini-PCIe M-SATA Scoket, Sopport SANDISK protocol, maximum transmission rate 6gb/s
Power supply Power Type ATX Power supply

Working
Environment

Working Temperature

-20°C " +60°C

Storage Temperature

-40°C ~ +85°C

Operating Humidity

0% ~ 90% (non—condensing)

Storage Humidity

0% ~ 90% (non—condensing)

Form factor Size 170 x 170 mm
Weight 0. 5KG
certifications CE, ROSH, FCC

B PRGN HIEE, BT HBITEEN
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ITX81C

More accessories, please contact Salesman

(SSD, DC power supply,3G/4G/WIFI model, LCD display etc)
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Order Information
Model Description CPU(Optional)
Packing List Accessories
1*I/0 Baffle Model SPECIFICATION
1*Drive disc Internal USB Length 32CM, 2%USB To Pin Header
Cable
1%SATA Internal COM Length 32CM, One—piece solid Wire can be
Cable customized
1*SATA-P Cable Internal VGA Length 36CM, 2.54 pitch pin according to
Cable customer
Internal LPT Length 30CM, 2.54 pitch pin requirements
Cable
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