TOPA45 .,

Support Timing boot\AV Output

&®Based Intel GM45+ICHI9M, Support Intel Penryn /
Core 2 Duo / Celeron M processor;

@ onboard 1333 DDR3 2GB memory and 1*SO-DIMM
socket.maximum up to 6GB @ Support
HDMI,LVDS, TV-OUT&VGA Output;

@ 1*Gigabit Ethernet LAN;1*Mini PCle support Wifi or
3G Module;1*SIM k£

€ 3x SATAII /8x USB2.0/2x COM/1x Mini SATA(Support

SSD) /1x LPT

Specification:
et Intel® Core2 Duo P7550/7450/7350 T7100 processor
Rices s CPU package BGA/PGA
Chipsets Intel® GM45/47 series
BIOS EFI BIOS
RAM Technical architecture Single channel 1066/1333/1600 MHZ
Capacity Onboard 2GB/DDR3
Socket 1*DDR3 RAM slot, Max support 8GB RAM (T7100 support 2G only)
Graphic controller Intel GM45 GMA Integrated X4500MHD
Video Dual LVDS Support Dual Channel 24bit LVDS,max support 1920 x 1200
VGA VGA max support 1920 x 1200
Dual display LVDS + VGA,LVDS+HDMI,HDMI+VGA;Synchronous or asynchronous
display
1/0 Rear panel I/O 1*VGA,1*HDMI,1*LAN,2*USB,1*MIC-OUT,1*LINE-OUT,1*DC
Network Controller 1*RTL8111E-VL 10/100/1000Mbps Gigabit Ethernet RJ45 LAN
AUDIO Controller Onboard Realtek HD ALC662 chipset (line-in,line-out,Mic)
Super /O Controller W83627HG-AW
Hardware Monitor Watchdog Timers Level 255 timer input/output port
Cooler Aluminum fan heater
USB 2*USB2.0 (compatible USB1.1) 6*USB2.0, Max. Current supported 5V/1A
Input/Output Port COM 2*RS-232
PS/2 1*PS/2 pin port
GPIO 8*GPIO expansion header(8 bit),3.3V@24mA electrical level
Expansion Sockets Mini-PCle 1*Mini-PCle slot
SMBUS
Storage SATA 3*standard Sata-Il,max transmission speed 3GB/S
M-SATA 1*mini sata socket, Support SANDISK protocol, max transmission speed
3GB/S
Power Supply Power type Single-input DC Power supply DC 12V +/-3%
Power Consumption 25W
Working Temperature -20°C ~ +60°C
Temperature environment Storage Temperature -40°C ~+85C

Operating Humidity

0% ~ 90% (non-condensing)

Storage Humidity

0% ~ 90% (non-condensing)

I

Size

170*170 MM

Weight

0.5KG
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Order information reference
Model NO. Description CPU(optional)
TOP45 Integrated GM45 Chipset T7100 Dual core 1.8GHZ 35W
Integrated INTEL Core2 T7100 CPU
Onboard 2GB DDR3
Support AV/S display
TOP45/P P7350 Dual core 2.0GHZ 25W
Integrated GM45 Chipset P7450 Dual core 2.13GHZ  25W
Integrated INTEL Core2 Duo CPU P7550 Dual core 2.26GHZ  25W
1*DDR3 ram slot, Max support 4GB DDR3 slot P8400 Dual core 2.26GHZ  25W
Support AV/S display P8600 Dual core 2.40GHZ  25W
P8700 Dual core 2.53GHZ  25W
P8800 Dual core 2.66GHZ  25W
Packing lists Accessories(Optional)
1*I/O back panel  1*SATA-P cable Name specification Price
1*CD drivers 1*COM cable Internal USB 32CM(Length) ,2*USB port $1.00
cable Cable
1*SATA cable Internal serial 32CM $1.00 length
cable can OEM




Internal VGA 36CM 9(Length) ,2.54 pin $1.00
cable
Internal LPT 30CM(Length) ,2.54 pin $2.00
cable
Notice: SSD hardisk, RAM, adapter, WIFI,Chassis details ... Pls
Contact with salesman
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